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AEV JK FRONT BUMPER 
Part Numbers: 10305050AA / 10305055AA 

Also Covers Part Numbers: 10305060AA, 10303005AA, 10305061AA, 10305062AA, 10305063AA 

 
MILSPEC FRONT BUMPER 

 
PREMIUM FRONT BUMPER 

Installation Guide  
(Updated 01/19/10) 
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PLEASE READ BEFORE YOU START 
 

IN ORDER TO INSTALL THIS PART PROPERLY YOU OR YOUR INSTALLER MUST READ 
THESE INSTRUCTIONS THOROUGHLY BEFORE BEGINNING THE INSTALLATION.  
FAILURE TO DO SO MAY RESULT IN MISTAKES AND AFFECT THE QUALITY OF THE 
FINISHED PRODUCT. 
 

Included Parts QTY 
  

MILSPEC FRONT BUMPER KIT  

FRONT BUMPER 1 

FAIRLEAD BRACKET 1 

CLOSEOUT BRACKETS 2 

MASTER HARDWARE PACK 1 

  

PREMIUM FRONT BUMPER KIT  

PREMIUM FRONT BUMPER 1 

FAIRLEAD BRACKET 1 

CLOSEOUT BRACKETS 2 

FOG LIGHT BRACKETS 2 

TOW LOOP BRACKETS 2 

STAINLESS STEEL MESH 2 

CRUSH CAN COVERS 2 

MASTER HARDWARE PACK 1 

  

WINCH MOUNT KIT  

WINCH MOUNT PLATE 1 

HARDWARE PACK 1 

  

SKID PLATE KIT  

SKID PLATE 1 

HARDWARE PACK 1 

  

LIGHT MOUNT KIT  

LIGHT MOUNT BRACKETS 2 

HARDWARE PACK 1 

  

STAINLESS STEEL MESH KIT  

STAINLESS STEEL MESH 2 

HARDWARE PACK 1 
 

Required Tools 
 
Common Hand Tools 
Drill Motor 
Drill Bits 
Transfer or Center Punch 
Cut Off Wheel (2010+ ONLY) 
Touch Up Paint or Rust Inhibitor 
File or De-burring Tool 
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REMOVAL OF THE FACTORY COMPONENTS  
 
 

A. REMOVAL OF THE FACTORY AIR DAM 
 

1. Remove the ñScrivetò fasteners at the front and back side of the air dam.  Use a Phillips 
screwdriver to back out the plastic pin and pull out the fastener.  The pin will tend to spin.  
Use a flat screwdriver under the base of the fastener to apply pressure as you turn the 
screw.  
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B. REMOVAL OF THE FRONT BUMPER 
 

1. If you have fog lights disconnect the wiring 
2. Remove the 8 nuts attaching the bumper to the frame rails 
3. Remove the plastic closeout panel in front of the grille. 
4. Remove steel backing plates from inside frame rail 

 

  
  

  
 


